Roc

CERTIFICATE OF ANALYSIS

ky Mountain Reagents

SCIENTIFIC SOLUTIONS SINCE 1951

Product: Aluminum Sulfate, Hydrate, Technical Grade (Alum, Standard
Ground)

Catalog Number:  A1055

Lot Number: 2106422

Test Date: 07/2021

CAS #: 7784-31-8

Chemical Formula: Alx(SO4)s * 14.3H,0

Formula Weight: 599.76

| inoEx SPECIFICATIONS RESULTS
! Appearance White crystal White erystal
Purity 99% M_ln Conform
ALQs 17.00 % Min, 17.16 %
| Fe,03 D.02 % Max. 0.0004 %
Water insoluble Substanee 0.35 % Max. 0.08 %
pH (1% solution) 3,50 Min. 3.65
--------- . Granulation .1J5 mm. 1;—n;; -
Arsenic (As) 14 mg/kg Al Max. 0.68 mgfkg Al
Cadmium (Cd) 3 mg/kg Al Max. 0.06 mg/kg Al
Chrome (Cr) 30 mg/kg Al Max. 4.26 mg/kg Al
Mercury (Mg} .4 meg/kg Al Max, 0.08 mg/kg Al
i Nicke! (1) 20 rg/kg Al Max, 2.88 mg/ke Al
, Lead (Pb) .40 mg/kg Al Max. 2.41 mg/kg Al
~ Antimony [Sh) 20 mg/kg Al Max. 0.04 mg/kg Al
Seleni;;im {Sa) - 20 mg/kg Al Max. 0.34 mg/ke Al
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Rocky Mountain Reagents

SCIENTIFIC SOLUTIONS SINCE 1951

It is certified on 04/21/26 that the above is a true copy of the actual lot analysis.

By Gy

Grant Christen
Quality Systems and Regulatory Affairs
Rocky Mountain Reagents, Inc.

NOTICE: The information above is presented for your consideration in the belief that it is accurate and reliable; certain data have
been supplied by third parties. Rocky Mountain Reagents, Inc. expressly disclaims all warranties, either expressed or implied,
including the warranties of accuracy, merchantability, and fitness for a particular purpose. Applicability or suitability of the product for
a particular use is the responsibility of the purchaser. Expiration and/or retest dates are dependent upon appropriate storage and
handling of materials as specified on the label or SDS. Products for which no expiration date is provided have unlimited shelf life

when stored appropriately.
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